
LL 8446 is a linear low density butene 
copolymer designed to offer excellent 
processability, whiteness, and fast grinding 
rate. This UV stabilized resin is ideally suited 
for applications that require excellent 
dimensional control and low warpage.

Additive
Long Term UV-8 Stabilizer
Density
0.936 g/cm3 (Based on ISO 1183)
Melt Index (190º/2.16 Kg)
5.0 g/10min (Based on ISO 1183)

PROPERTIES LINEAR LOW DENSITY POLYETHYLENE RESINE

TOYOTA HILUX
VARIANT: 126 series Revo (2016 - On.)
REF: ST30
FITMENT SIDE: Right
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16

x1Foam

2

3

5

4

6

1

7

8

12

9

10

11

x1Black clamp               

x3

x1Bracket 

x2

x1Snorkel body      

x1PE duct connecting

x4Bolt                             M8 x 25 mm

x4Rubber washer         M8 x 30 mm

x4Nut - nyloc M8 x 13 mm

x4Washer                       M8 x 30 mm

x1Fender template

x1Snorkel head             89 mm / 3,5"

x3Rivet                            4,8 x 10 mm

x2Allen bolt                    M6 x 12 mm

Rubber washer          M5 x 14 mm
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INSTALLATION GUIDE



TEMPLATE INDICATIONS
Make sure of accurate position of the 

holes and place the template as 
indicated before drilling. Installation 

process is under installer responsibility.
INDICACIONES DE PLANTILLA

Asegúrese de la correcta posición de los 

agujeros y coloque la plantilla como se indica 

antes de perforar. El montaje es 
responsabilidad del instalador.

REF: ST30
TOYOTA HILUX126 series Revo
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REF. ST30

Apply sealant
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Installation process is under installer's responsibility.


